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FSI Fabrication continues to add to their Commercial Delivery Series. To help meet the continuing changes
of agriculture, rear unloading trailers are now available in lengths of 32 to 40 Ft. All have dual hydraulic
drive. The unique design eliminates both side ribs and top braces. Smooth side walls reduce drag & the
shape increases strength. The 4 X 6” beam top rail eliminates bracing. Plus the capacity is equal to a trailer
with an 8 Ft floor. The hydraulic floor take-ups used on other Commercial Delivery Equipment are standard
on all trailers. Some of the options available include either 2 or 3 pair of floor chains, solid or expanded metal
extensions for green chop & silage. Once again FSI has set a new standard, both the sides and floor are
heavier and yet the total weight is less
than conventional construction. This
trailer is designed with the day to day
requirements of custom operators in
mind. When chopping corn silage as an
example, Commercial Delivery Trailers
will cross the deep ruts left many times
by center pivot irrigation, and come
back for more. Each unit is built to the
special requirements of its planned use.
Let us know what would best fit your
operation and we can build a trailer
that fills those needs.

Commercial Delivery Series



FSI has enclosed the front of the trailer a hinged panel, held open & closed with gas cylinders ( safe clean
and easy to get to). Adjust floor chain tension with a grease gun. Grease fittings are used to tension each
separate set of floor chains. All floor chain bearings are the proven, long lasting babbit bearings, idler
sprockets are used, not rollers.

Connections
All connections are above the front
panel. Hydraulic, electrical, and air
brake connections Easy to get to and
out of the way.

No tools are needed to open the
guards. When opened, the floor drive
is fully exposed, for inspection and
adjustment. The spring loaded idler
follows the chain at all times.

Floor drive

Front of Commercial Delivery Trailers



Tailgate Options

Commercial Delivery Trailers have three tailgate options, and all are operated from the cab.
1. Top hinged latching in the floor chains. When the floor is started the rearward movement releases the

latches allowing the door to swing open.
2. The hinged top tailgate shown above is opened and closed by hydraulic cylinders. When closed a

positive ‘hook’ latch keeps it closed.
3. Side hinged, deferred to by many as barn door style. Opens & closes from the cab, as does the second

option.

Rear lights
Stop, turn & clearance lights are all sealed
units mounted in a separate housing
protecting them from damage and weather
related failures. A heavy duty bumper is
standard equipment on all trailers

Control Box
A control box is used to protect tailgate solenoid valves, flow
control and as a routing point for hydraulics. The pressure gauge
shows what pressure the floor is operating at.



Available in lengths of 32-34-36-38-40 Ft

Standard Features:
7.5 Ft wide inside
71” sides above floor
Floor 3/16” plate
Sides 10 ga

Three pair of floor chains - 88H floor chain
Floor shaft W/ 2 3/16” bearings
Ez adjust idlers for floor chain

Options:
Scale System
Stainless steel liners for floor and or sides
Top hinged hydraulic
Side hinged tailgate, with remote closing
Solid or expanded metal extensions

Two pair of floor chains - 88C chain.

Capacity 1540 - 1635 - 1730 - 1825 - 1920 CuFt


