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Commercial Delivery Series
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FSI has built forage boxes for over thirty years, it isn’t uncommon to see 20 year old
cows. FSlI, has utilized 30 years of experience combined with new components and
new series. Today not only is equipment bigger and used more frequently, down ti
minimum. The performance & reliability of a fully hydraulic driven Commercial Deli
those demands. They still feed baled hay, corn silage just like the old units, if neede

Feed TMR to beef or dairy. With the optional scale system record the amount delive
stalls, the high speed conveyor will put the bedding where you want it. With the optig
green chop or silage from the chopper or move silage from the pit to the commodity
pumps in a common case power three __

separate motors. The floor, beatersi g i
discharge conveyor each have theik
system. A variable speed control fo
chains allows you to regulate the af
material that is being discharged.

Deliver what you want, at the rate y »
Feed cows in the morning, haul 5|Ia
afternoon, and bed stalls later.
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Hydraulic Takeups

Adjust floor chain tension with a grease gun.
Three grease fittings are used to tensior] the
three separate sets of floor chains. All flgor
chain bearings are the proven, long lasting
babbit bearings, idler sprockets are used not
rollers.

Floor Chains

Super heavy floor chain is standard with
the Commercial Delivery Series

Discharge Conveyor

A 30” belt operates over 6” rollers. Under the
belt UHMW is used to reduce drag.

The belt width has been changed to
30” this modification catches more of the
carryover from the floor chains




Reversing Floor and Hydraulic Tailgate Optior

Commerical Delivery Boxes all can have the option of a reversing floor and hydrauljc tail ge
option, hauling green chop from the field, or silage from the pit to the commodity arga are b
many additional jobs that your Commercial Delivery Box is ready to do.

Tailgate Open

When closed,the tailgate covers the floor
chain take-ups. The tailgate opens to
almost 90 degrees and is opened by twin
hydraulic cylinders. The positive,

locking system keeps it closed, you don’t
have to worry about it coming open.
Controls for both reversing the floor and
opening the tailgate are all part of the
control panel in the cab.




Available in lengths of 18-20 22- 24 Ft

CuFt Capacities of 798 - 888 - 978 - 1068

Standard Features:

7.5 Ft wide inside

71" sides above floor

Floor 3/16” plate

Sides 10 ga

6 - W78 floor chains

Floor shaft W/ 2 3/16” bearings
Bidirectional floor

Belt discharge

Three beaters

Hydraulic drive separate motors for floor beaters and conveyor
Variable speed for both floor and conveyor
Ez adjustidlers for floor chain

Options:

Scale System

Stainless steel liners for floor and or sides
Hinged rear tailgate




